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HD SUPPLY FACILITIES MAINTENANCE 
10641 SCRIPPS SUMMIT CT SAN DIEGO, CA, 92131 U.S.A. 
 
 
 
The following sample(s) was / were submitted and identified on behalf of the client as: 

Sample Description : 3.5’’ VERTICAL BLINDS 

SGS Ref. No. : GZHG1308028686OT 

Manufacturer : DONGGUAN FANCHANG CURTAIN PRODUCTS CO., LTD. 

Buyer : HD SUPPLY FACILITIES MAINTENANCE 

Country of Destination : U.S.A. 

Other Info. : COLOR:WHITE/ALABASTER 

Sample Receiving Date : Aug.08, 2013 

Test Performing Date : Aug.08, 2013 to Aug.15, 2013 

 

Test Result Summary 
 

No. Test(s) Requested Result(s) Comments 

1 

NFPA 701 Test Method 2(flat) 2010 Edition: Standard 
Methods of Fire Tests for Flame Propagation of 
Textiles and Films 

PASS 

 

For further details, please refer to the following page(s) 

 
 
 
 
 
 
 
 
 
 
Signed for and on behalf of 
SGS-CSTC Co., Ltd. 
 

 
 
Irvette Zhang 
Approved signatory 
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Test Conducted:  
NFPA 701 Test Method 2(flat) 2010 Edition: Standard Methods of Fire Tests for Flame Propagation of Textiles 
and Films 
 
Sample Details 

Name / Color: 3.5’’ VERTICAL BLINDS / White 

Weight: 1.08 kg/m
2
 

 

Test Results: 
 

Original State tested to Chapter 15 of NFPA 701-Method 2 for Flat 
 

Specimen Char Length (Inches) After flame (Seconds) Flaming Residue (Seconds) Rating 

1 6.2 0 0 Pass 

2 5.3 0 0 Pass 

3 5.8 0 0 Pass 

4 6.0 0 0 Pass 

5 6.3 0 0 Pass 

6 5.5 0 0 Pass 

7 4.7 0 0 Pass 

8 5.3 0 0 Pass 

9 4.5 0 0 Pass 

10 5.8 0 0 Pass 

Remark:  
(1) The specimen length parallel to the lengthwise direction of the material. 

Requirements: 
1.   The time of individual specimen continues flaming was not more than 2 seconds after the test flame is 

removed from contact with the specimen. 
2.  The length of char of any single flat specimen does not exceed 435 mm (17.1in). 
3.  The time of portions or residues continues flaming was not more than 2 seconds. 
 
Note: 

As per the standard requirement, the sample size were 125×1200±22mm, but the client did not submit 
suitable size, so as per the client’s requirement, the submitted sample overlap and staple. 
 
Conclusion: 
The submitted sample met the requirements of NFPA 701 Test Method 2-2010 Edition. 

 

To be continued… 
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Photo Appendix: 

 

***End of Report*** 
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